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Mission Alr Preparation SMC Old Type Equivalents

Filter+Regulator+Lubricator Filter Regulator+Lubricator Filter Regulator

Filter Regulator Lubricator

Auto drain,ZDPS Auto drain, AD400 Bracket
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Mission Alr Preparation SMC Old Type Equivalents
Specifications: Symbol:
Type ACI000-M5 | AC2000 [ AC3000 | AC4000 [ AC5000
Port size (G) M5 (18" - wa"|1a” 3" |38 2 (3 1
Gauge thread(G) 116" 118" 1/4"

Fluid Air
Pressure range(Mpa) [ 0.05~0.7 0.05~0.99
Max.Flow rate(NI/min) 90 so0 | 2000 | 4000 | 5000
Ambient temperature —10~60°C
Filter rating Standard: 5 wm
Qil recommended Turbine Oil(ISO VG32 )
Cup material Polycarbonate
Regulator construction Relieving style
) Guard cup - - L ® ®
Optional Bracket 10L 20L 30L 40L 50L

How to order:
5000 —

06 D
AC Filter+Regulator+Lubricator
@ Type: 1000,2000,3000,4000,5000

9 Port size: M5:M5, 01:G1/8" ,02:G1/4" ,03:G3/8" ,04:G1/2" ,06:G3/4" ,10:G1"
9 [1: Differential pressure drain, D: Auto—drain, ZDPS

Dimensions(mm):
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Type Port Size A B C D E F G H J K L P
AC1000 M5 x (0.8 91 84.5 25.5 25 26 25 33 20 4.5 7.5 5 38.5
AC2000 G1/8 - G1/4 140 145.5 38 40 55 30 50 24 5.5 8.5 5 50
AC3000 G1/4 - G3/8 181 156.5 38 53 60.8 41 64 35 7 11 7 70.5
AC4000 G3/8-G1/2 238 191.5 41 70 65.5 50 84 40 9 13 7 88
AC5000 G3/4 - G1 300 272 48 90 76 70 105 50 12 16 10 115
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Mission Alr Preparation SMC Old Type Equivalents
Specifications: Symbol:
Type ACI010-M5 | AC2010 | AC3010 | AC4010 [ AC5010
Port size (G) M5 (18" - wa"|1a” 3" |38 2 (3 1
Gauge thread(G) 116" 118" 1/4"

Fluid Air
Pressure range(Mpa) [ 0.05~0.7 0.05~0.99
Max.Flow rate(NI/min) 90 so0 | 2000 | 4000 | 5000
Ambient temperature —10~60°C
Filter rating Standard: 5 wm
Qil recommended Turbine Oil(ISO VG32 )
Cup material Polycarbonate
Regulator construction Relieving style
) Guard cup - - L ® ®
Optional Bracket 10T 20T 30T 40T 50T

How to order:

5010

4. o

i

AC Filter Regulator+Lubricator

9 Type: 1010,2010,3010.4010.5010

(3] Port size: M5:MS, 01:G1/8" 02:G1/4" 03:G3/8" 04:G12" 06:G3/4" .10:G1"

9 [ 1: Differential pressure drain, D: Auto—drain, ZDPS

Dimensions(mm):
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Type Port Size A B C D E F G H J K L P
AC1010 M5 x 0.8 58 109.5 50.5 25 26 25 29 20 4.5 7.5 5 38.5
AC2010 | G1/8-G1/4 9% 164.5 78 40 56.8 30 45 24 5.5 8.5 5 50
AC3010 | G1/4-G3/8 117 211 9.5 53 60.8 41 58.5 35 7 11 7 70.5
AC4010 | G3/8-G1/2 154 262.5 112 70 70.5 50 77 40 9 13 7 88
AC5010 G3/4 - G1 195 330 120 90 75 70 97.5 100 12 16 10 115
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Mission Alr Preparaﬂon SMC Old Type Equivalents
Specifications: Symbol:
Type AW1000-MS| AW2000 | AW3000 | AW4000 | AW5000
Port size (G) M5 18" - ua"|ug” 38" 38" 12 [3d o1
Gauge thread(G) 1/16" 18" 14"

Fluid Air

Pressure range(Mpa) | 0.05~0.7 0.05~0.99

Ambient temperature -10~60°C

Filter rating Standard: 5 wm

Cup material Polycarbonate

Guard cup - | - | @ | @ | @

How to order:

AW 5000 — | 06 D
AW Filter Regulator
Type: 1000,2000,3000,4000,5000

Port size: M5:M5, 01:G1/8" ,02:G1/4" ,03:G3/8" ,04:G1/2" ,06:G3/4" ,10:G1"
[1: Differential pressure drain, D: Auto—drain, ZDPS

2999

Dimensions(mm):
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Type Port Size A B C D E F G H J K L M N P
AWI1000 M5 x (0.8 25 109.5 | 50.5 25 26 25 28 30 4.5 6.5 40 2.0 20.5 28
AW2000 | G1/8-G1/4 40 164.5 78 40 56.8 30 34 44 54 15.4 55 2.3 335 40
AW3000 | G1/4 - G3/8 53 211 9.5 53 60.8 41 40 46 6.5 8 53 2.3 42.5 56
AW4000 | G3/8-G1/2 70 2625 | 112 70 70.5 50 54 4 8.5 10.5 70 2.3 52.5 73
AWS5000 G3/4 - G1 9% 330 120 90 75 70 54 63 8.5 10.5 8.5 2.3 525 90
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Mission Alr Preparation
Specifications: Symbol:
Type AFI000-M5 | AF2000 | AF3000 | AF4000 | AF5000
Port size (G) M5 18" - ua"|ug" 38" 38" 12 |3 o1
Fluid Air
Pressure range(Mpa) |0.05-0.7 | 0.05~0.99
Ambient temperature —10~60°C
Filter rating Standard: 5 num
Cup material Polycarbonate
Guard cup - | - | ® | @ | o

How to order:

5000

i

i

AF Filter

Type: 1000,2000,3000.4000.5000

Port size: M5:MS, 01:G1/8" 02:G1/4" 03:G3/8" 04:G12" 06:G3/4" ,10:G1"

2999

[1: Differential pressure drain, D: Auto—drain, ZDPS

Dimensions(mm):

SMC Old Type Equivalents

F r_.]M ﬁ
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= 2—Port Size
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Type Port Size A B C D E F G H J K L M P
AF1000 M5 x (0.8 25 66 7 25 — — — — — — — — 26.5
AF2000 G1/8 - G1/4 40 97.5 11 40 17 30 27 22 54 8.4 40 2.3 40
AF3000 G1/4 - G3/8 53 132.5 14 53 16 41 40 23 6.5 8 53 2.3 56
AF4000 G3/8-G1/2 70 168.5 18 70 17 50 54 26 8.5 10.5 70 2.3 73
AF5000 G3/4 - G1 90 244 24 9% 23 70 54 25 8.5 10.5 70 2.3 90
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Mission Alr Preparaﬂon SMC Old Type Equivalents
Specifications: Symbol:
Type ARION-MS | AR2000 | AR3000 | AR4000 | AR5000 :
Port size (G) M5 |18 ua” (i 38|38 e | 3d o e
Gauge thread(G) 1/16" 118" 114"
Fluid Air
Pressure range(Mpa) | 0.05~0.7 0.05~0.99
Ambient temperature -10~60°C

How to order:

AR 5000 — | 06
@ | AR Regulator

(2] Type: 1000,2000,3000.4000,5000
© | Port size: MS:M5, 01:G1/8" 02:G1/4" 03:G3/8" ,04:G172" 06:G3/4" ,10:G1"

Dimensions(mm):
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IN X ouT - i -> - |
© - Gauge thread -~ IN 3 y| out oo
S © Bk ad Gauge thread ~ L=--
- AR2000:G1/8 auge threa _
AR3000:G1/8 2-Port Size AR4000:G1/4 2-Port Size
AR5000:G1/4 y
Type Port Size A B C D E F G H J K L M N
AR1000 M5 x 0.8 25 61.5 11 25 26 25 28 30 4.5 6.5 40 2.0 20.5
AR2000 | G1/8-G1/4 40 95 17 40 56.8 30 34 45 5.4 15.4 55 2.3 33.5
AR3000 | G1/4-G3/8 53 127.5 35 53 60.8 41 40 46 6.5 8 53 2.3 42.5
AR4000 | G3/8-G1/2 70 149.5 | 37.5 70 65.5 50 54 54 8.5 10.5 70 2.3 52.5
ARS000 G3/4-G1 90 164 48 90 75 47 42 63 8.5 10.5 65 2.3 52.5
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Mission Alr Preparaﬂon SMC Old Type Equivalents
Specifications: Symbol:
Type ALI00O-MS | AL2000 | AL3000 | AL4000 | AL5000
Port size (G) M5 18" - ua"|ug" 38" 38" 12 |3 o1
Fluid Air
Pressure range(Mpa) | 0.05~0.7 0.05~0.99
Max.Flow rate(NV/min) | 95 800 | 1700 | s000 | 7000
Ambient temperature -10~60°C
Filter rating Standard: 5 pm
Oil recommended Turbine Oil(ISO VG32)

Cup material Polycarbonate
Guard cup - | - | ® | ® | ®

How to order:

5000 — | 06

J.J»J;

AL Lubricator
9 Type: 1000,2000,3000,4000,5000
9 Port size: M5:M5, 01:G1/8" .02:G1/4" ,03:GY8" 04:G172" 06:GY4" ,10:G1"

Dimensions(mm):
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Type Port Size A B C D F G H J K L M P
AL1000 M5 x 0.8 25 81.5 25.5 25 - - - - - - - 27
AL2000 | G1/8-G1/4 40 122 38 40 30 27 22 54 8.4 40 2.3 40
AL3000 | G1/4-G3/8 53 142 38 53 41 40 23 6.5 8 53 2.3 56
AL4000 | G3/8-G1/2 70 177 41 70 50 54 26 8.5 10.5 70 2.3 73
ALS5000 G3/4-G1 9 254 45 9 70 54 25 8.5 10.5 70 2.3 90
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Mission Alr Prepara’uon SMC Old Type Equivalents
i .
[[': = [/ FRL Central axis
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Type A B C D E F G R L Applicable type
ACI10L 20 12 4.5 3 25 5 6 2.25 27 AC1000~AC1010
AC20L 24 15 5.5 3 30 5 10 2.75 33 AC2000~AC2010
AC30L 35 16 7 4 41 7 11 3.5 45 AC3000~AC3010
AC40L 40 22 9 4 50 7 14 4.5 50 AC4000~AC4010
ACS0L 50 24 12 4 70 10 15 6.0 62.5 AC5000~AC5010
(]
s
- C) :g %”{fi\\) 2 FR: Central axis
JkR L{Eﬁ
der | -
i<l
b .2
Type A B C D E F G H R L Apvplicable type
AC10T 20 12 4.5 3 25 5 8 40 2.25 27 AC1000~AC1010
AC20T 24 15 5.5 3 30 5 10 48 2.75 33 AC2000~AC2010
AC30T 35 16 7 4 41 7 11 70 3.5 45 AC3000~AC3010
AC40T 40 22 9 4 50 7 14 80 4.5 50 AC4000~AC4010
ACS0T 50 24 12 4 70 10 15 100 6.0 62.5 AC5000~AC5010
7
Type A B C D F G H J K L N R T Appblicable type
AR101 40 28 17 11 37.8 [ 255 [ 205 ] 12.3 2 6.5 45 [225 ] 20 AR/AW1000
AR201 55 34 25 19 50 30 [ 335 20 10 | 154 | 54 | 27 | 23 AR/AW2000
AR301 53 40 | 215 | 14 o4 39 (425 25 1.5 8 65 [ 325 | 23 AR/AW3000
AR401 70 54 27 18 79.2 | 49.2 | 525 | 30 2 105 | 85 | 425 | 23 AR/AW4000~5000
RNy g
e R
s}
R
Type A B C D F H J K L M N R T Applicable type
AF101 40 27 33 27 18 4.5 26 3 8.4 14 54 | 27 | 23 AF/AL1000
AF201 53 40 39 32 25| 45 35 1.5 8 19 65 | 325 | 2.3 AF/AL2000
AF301 70 54 47 38 315 | 55 47 2 105 | 20 85 | 425 | 23 AF/AL3000
AF401 70 54 47 38 275 | 55 47 2 105 | 20 85 | 425 | 23 AF/AL4000
AF501 90 66 o4 52 43 6.5 60 2 13 29 11 55 | 32 AF/ALS000
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Mission Air Preparation SMC Old Type Equivalents

Modular connection by
tightening screw.

o N

~ i Strong bracket
’ . - made from die-cast.

Oil needle easily
adjusts amount of

lubricant oil.
Improved needle and easy to
hold handle offers easy
adjusting of lubricant oil.

Drain cock for one-
push drain exhaust.

Easy locking structure

with color indication

Handle operation allows for quick

confirmation of locked or unlocked position N =2
with an orange mark. Orange mark

indicates that it is unlocked and can be

adjusted. (AR3000, 40010, 50030 only.)

Bowl can be attached
and detached with one
hand.

(Turn proof structure at
pressurized state)
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Mission

Air Preparation

Automatic drain(ZDPS)

It is mounted at the bottom of automatic drain and, air filter, to

automatically discharge the accumulated water.

SMC Old Type Equivalents

Auto-drain

It is usually used to automatically drain water at low points of air

system including pipes, air drver, oil and water separator, air tank and

various air filters, suitable to be mounted at places not convenient for

manual water discharge, i.e. high and low points or places with small

space, especially where air flow is high and water discharge is frequent,

to prevent compressed air from re—contamination in case operator for—

get to discharge the water.

Specifications:

Type

AD400-10

AD400-15

Medium

Input port size(G)

"

38

Outport size(G)

"

1/4

Proof pressure(Mpa)

Max.working pressure(Mpa)

Ambient temperature range

5-60°C

How to order:

Family

400:400 Type

AD:Auto-drain

Input port size

10:G3/8"
15:G1/2"
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Symbol:

Dimensions(mm):

{ A Direction
$82
IN
. 10:G3/8
Y 15:G1/2
| -
i e
i A Direction
VTN G4
G3/8





